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快  速  入  门

AK2000 概览

桂林飞宇科技股份有限公司

登录飞宇科技官方网站，获取产品全部信息

邮箱： service@feiyu-tech.com 电话：400-990-6118 / 0773 2320865 

www.feiyu-tech.com

本产品因后续软硬件更新有可能发生说明书介绍与实际产品功能不相符，
可前往官方网站获取最新说明书

更多功能的使用请扫码下载参阅详细版说明书*

AK2000 入门

禁止任何用户的任何非法用途。用户将为购买和使用产品的一切行为负责。

对于本产品，本公司不承担终端客户对本产品所有调试和使用当中的风险和责任（包括直接间接或者第三方的损失）。

我公司对于任何从非正常渠道获得或不明用途的产品，将不予任何服务。

由于产品固件程序的升级和更改，有可能造成本说明书中描述的功能有变动，升级固件前请仔细阅读升级说明，请配合使用对应的说明书。

最新说明书可在官方网站： www.feiyu-tech.com 获取。

本公司保留一切解释权利。

警 告 和 免 责 声 明
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三 轴 相 机 手 持 稳 定 器

A K 2 0 0 0
详 细 版 说 明 书

A K 2 0 0 0
扫码获取使用教程

配 件

18650 锂电池 
X4

Micro USB 数据线 
X1

充电器
X1

SONY 快门线
（3.5音频转multi）

X1

松下快门线
（3.5音频转2.5）

X1

佳能快门线
（RS-80N3）

X1

三脚架
X1

固定手拧螺丝（短）
X1

快捷键

快捷键
可快速进入多种模式
具体操作请下载参阅详细版说明书 

手柄

多功能旋钮

航向轴

竖臂 航向轴电机
锁紧螺丝

1/4英制螺纹孔

1/4英制螺纹孔

1/4英制螺纹孔

1/4英制螺纹孔

镜头支撑架
横滚轴 手拧螺丝

滑臂 

横滚轴电机
锁紧螺丝 

俯仰轴电机
锁紧螺丝

快装板

航向轴
固定环

横臂

电源键

模式键

可切换多种工作模式

模式键

具体操作请下载参阅详细版说明书 

其他界面及具体操作请下载参阅详细版说明书 

触摸显示屏

蓝牙连接状态

电量指示WiFi连接状态

跟焦/变焦

相机模式工作模式

轴向状态

触摸显示屏（首页）

视频键

具体操作请下载参阅详细版说明书 

四向摇杆

四向摇杆

拍照键

拍照键

可控制相机拍照
需连接相机快门线或连接相机WiFi（需相机支持）

具体操作请下载参阅详细版说明书 

功能键

俯仰轴 

固定板

右

上

左

下

可控制相机拍摄
需连接相机快门线   或连接相机WiFi

（需相机支持）

1/4英制螺纹孔

安全锁 

（1）请先安装好相机后，再开机！ 
（2）若电量过低，建议您马上充电！
（3）当您不使用时，请先关闭电源，再取下电池！

温馨提示

安装电池2

拧开尾盖，打开电池仓，正确装入电池。 

电池型号:
18650锂电池

电池充电1 首次使用前，请务必给电池充满电

采用充电器给电池充电。

Micro USB
数据线

（自备）
5V / 3A

2

1
3

步 骤

安装相机 3

具体操作请下载参阅详细版说明书

平衡调节4
微调快装板、滑臂、横臂、竖臂的位置，使三个轴的重心平衡后，再启动稳定器。

竖臂

滑臂
快装板

横臂

( 请在开机前调整 )

1

2

3

4

下载安装  Feiyu ON  App

 iOS 版本  Android 版本

* Android版本请使用浏览器扫描二维码下载
* 系统要求：iOS 9.0或更高版本，Android 5.0或更高版本

参数

适配相机 佳能、索尼、松下等部分相机

最大载重 2800g （重心平衡状态下）

产品重量 约1252克（不含电池）

理论续航时间 12小时
航向随动速率 3°/s  ~ 150°/s
俯仰随动速率 2°/s  ~ 75°/s

俯仰角动作角度 360°
横滚角动作角度 360°
航向角动作角度 360°

(具体适配相机及镜头请扫码下载参阅详细版说明书)

2

1

3

4

本产品不含图示的相机*

视频键

开机 / 关机5 电源键

锁紧相机

锁紧镜头
支撑架

1

2
置入滑板，
松开防脱柱

4
按住防脱柱3

5 锁紧安全锁

长按电源键，显示屏显示         后松开。



Quick Start Guide

AK2000  Overview

User Guide

(1)  Please mount the camera before powering on the gimbal.

(2)  When the battery is low, please charge the gimbal.

(3)  When not in use, turn off the gimbal and then remove the batteries.

Prohibit any user for any illegal purpose. Users will be responsible for all behaviors of purchase and use products. 

The Company assumes no liability for any risks related to or resulting from the debug and use of this product (including the direct, 
indirect or third-party losses).

For any unknown sources of using, we will not be at any services.

The updating and changes of product firmware and program may cause changes in function descriptions in this user manual, 
please read the instructions carefully before upgrading the firmware and use the corresponding user manual.   

You can get the latest user manual from the official website: www.feiyu-tech.com

FeiyuTech reserves the right to amend this manual and the terms and conditions of use the gimbal at any time.

D  I  S  C  L  A  I  M  E  R

EN    V 1.1

Guilin Feiyu Technology Incorporated Company

For more information, please visit our official website

E-mail:  service@feiyu-tech.com Tel:  +86（0）773 2320865 

www.feiyu-tech.com

Due to software and hardware improvements, your actual product might differ from the descriptions 
and pictures in this user manual. You can get the latest user manual from the official website.

TIPS

3-Axis Stabilized Handheld Gimbal for Camera

A K 2 0 0 0
Detailed Manual

A K 2 0 0 0
H o w  t o  U s e

Scan QR codes to download detailed manual for more usage of the gimbal.*

Touch Display（Home page）

WiFi

Follow Focus/Zoom

Camera ModeWorking Mode

Axis State

Bluetooth

Battery Level

Please download and refer to the detailed manual for  other 
interface and specific operation 

Roll Lock Screw 

Quick Release Plate

Retaining Ring
Pan Lock Screw 

Tilt Lock Screw 

Screw

Touch Display

Joystick

Function Button

Cross Arm

Tilt Axis

Roll Axis

Vertical Arm

Handle

Multifunction 
Knob

Shortcut
Button

Quick access to multiple modes
Please download and refer to the detailed manual for 
specific operation

1/4 Thread Mount

1/4 Thread Mount

1/4 Thread Mount

1/4 Thread Mount

Lens Support Frame

Power Button

Mode Button

Video Button

Please download and refer to the detailed manual for 
specific operation

Video Button

Control the photographing
Need to connect to the shutter release cable or 
the camera WiFi (for Camera with WiFi function)
Please download and refer to the detailed  manual for 
specific operation

Fixed Plate

Control the shooting
Need to connect to the shutter release cable or 
the camera WiFi (for Camera with WiFi function)

Camera Button

Camera
Button

Joystick

Right

Up

Left

Down

Sliding Arm
18650 Li-ion Battery

X4
Micro USB Cable 

X1

Charger
X1

Shutter Release Cable
for Sony Cameras

(3.5 audio to multi)
X1

Shutter Release Cable
for Panasonic Cameras
(Shift audio 3.5 to 2.5)

X1

Shutter Release Cable
for Canon Cameras

（RS-80N3）
X1

Tripod
X1

Thumb Screw
 (Short)

X1

Pan Axis Knob Ring

Mode Button

Please download and refer to the detailed
manual for specific operation 

Switch among multiple working modes

Safety
Lock

1/4 Thread 
Mount

Shortcut Button

2

1
3

Install the Batteries2
Remove the tail cap, open the batteries compartment, and install the batteries
correctly. 

Charge the Batteries1

Charge the batteries with the charger.

Micro USB
Cable 

（not included）
5V / 3A

Please fully charge the batteries before powering on the gimbal for the first time.

Battery Model:
18650 Li-ion Battery 

Mount the Camera3

Balance the Gimbal4

Quick Release Plate1

2

3

4

( Before power on )

Please download and refer to the detailed manual for specific operation.

Slightly adjust the positions of quick release plate, sliding arm, cross arm and 
vertical arm, power on the gimbal after the center of gravity of 3 axis is balanced.

Cross Arm
Sliding Arm

Vertical Arm

Steps

2

1

3

4

Power on / off5

Download and Install Feiyu ON App

 iOS Version  Android Version

* Requires iOS 9.0 or later,  Android 5.0 or later

2800g   ( In center of gravity balanced state )

About 1252g  (not including the batteries)

12 Hours
3°/s  ~ 150°/s
2°/s  ~ 75°/s

360°
360°
360°

Specifications

Adapter Camera
Payload
Weight
Operation Time
Panning Speed
Tilting Speed

Max. Tilting Range
Max. Rolling Range
Max. Panning Range

Some of the camera like Canon, SONY, Panasonic and etc.
(Please  download the detailed manual for the specific compatible camera 
and lens)

Accessories

This product does not include the camera shown.*

Lock the camera1

       Lock the
lens support
frame

2
        Place on 
the slide plate,
and the anti-column

4
       Press and hold 
the anti-column

3

5 Tighten the safety lock

Power
Button

Long press the power button, and release it  
when the display show


