
Before you start filming there are a few things you need to do to ensure that you get the best out of 
your Pan Tilt Bracket. This guide will walk you through the correct Pan Tilt Bracket setup.

 A full user manual can be downloaded at www.syrp.co.nz/resources

Setup Guide

Panning Bracket

1 Unscrew the Panning Bracket 
from the Tilting Bracket

Disassemble the Bracket

Tilting Bracket

1/4” to 3/8” thread adapters 
are pre-installed in each of 
the black tightening wheels

Use the 1/4” to 3/8” thread 
adaptor included with your 
Genie Mini

Assembling the Bracket

2 Screw the brackets to 
your Genie Minis

If using a tripod head then use 
the 1/4” to 3/8” thread adaptor 
included with your Genie Mini

Mounting the Camera

3 Level the Tilting Bracket 
and mount the camera

Align the markings on 
tightening wheel with the 
icons on the Genie Mini

Link Cable

4 Connect the Link Cable to the 
Tilting Genie Mini and camera

Align markings
with icons

Connect the 2.5mm plug 
to the green camera icon 
on the Genie Mini

Connect the camera plug 
to the remote port on 
your camera

Tripod legs / Tripod head

Pan Tilt Bracket

Start with the tilting base 
approximately level

Try to align the camera’s 
centre of mass with the 
centre of the Genie Mini’s


